
 
 
 

AVITA DEVELOPMENT & TRADING GROUP   HEAVY SLACK WAX 12% 

 

Address: Unit 5, No. 4, 7th Street (Fouzi), Lower of 
Vanak Square, Valiasr Avenue, Tehran, IRAN. 

Web site: www.avitatrade.com 
Email: Info@avitatrade.com 

Tel: +98 21 860 80252 ‐‐ 860 80147 

HEAVY SLACK WAX 12% 

This Slack is translucent crystalline material in the solid state and a yellow, clear liquid when 

molten. It is derived from petroleum via a carefully controlled refining process 

 

Application:  
Glass wool and textile treating, wax emulsions, paraffin wax production, candle production. 
 
Packing:  
New steel drum, IBC or K‐Flex (1000 Lit.). 
 

Sepahan Heavy Slack 
Wax 12 

Test Method  Description of Goods 

5.5‐7.5  D‐445  Kin. Viscosity @100c (Cst) 

42228  D‐721  Oil Content %wt 

0.81‐0.84  D‐4052  Sp.Gr@15 c 

240  D‐92  Flash Point (C) (min) 

3  D‐1500  Color @70 C (max) 

57‐63  D‐938  Congealing Point (C) 

TBR  D‐1747  Refracted Index 

 
 


